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  LEDBURN CABLES IS 

AN INDEPENDENTLY 

OWNED CABLE 

DISTRIBUTOR. 

INDIVIDUALLY 
SCREENED 
MULTIPAIR DATA 
22AWG LOW 
CAPACITANCE 
RS422 

These cables are used extensively within security, 

computer and instrumentation applications. 

These cables are used extensively within security, computer and instrumentation applications. Many sizes are also used 
within the audio field as snake cables where the individual screening of pairs reduces cross talk. 
 
The 3 pair version is particularly popular within the security industry for CCTV and access control systems. 
 
Low Smoke Halogen Free versions are available where indicated. The insulation and sheath materials are replaced by 
those that do not emit halogens or toxic smoke. 
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Technical Information 
 
Voltage Rating: 300V 

CE: 450/750V† 

Temperature 
Rating: 

+80°C 

Nominal 
Impedance: 

50 Ohms 

UL Style*: 2919 

Capacitance:   

Core to core: 98 pF/m 

Core to screen: 180 pF/m 

Colour Code: Chart 3 

 
Construction 
Tinned copper conductor 22(7) AWG, 0.35mm2. Polypropylene insulated. Twisted into pairs, each pair aluminium/polyester foil 
screened, tinned copper drain wire (24AWG), PVC sheath. 

 

Specification 
 

Part No. Alt. to Belden No. of Pairs AWG Sheath Material Weight Kg/Km O/D mm 

2203PIFRA Belden 8777 3 22(7) SWA-PE 330.00 13.3 

2203PIFRD Belden 8777 3 22(7) PE-DUCT 96.00 8.6 

2203PIFRH Belden 8777NH 3 22(7) LSHF 70.00 7.0 

2206PIFRH Belden 8778NH 6 22(7) LSHF 123.00 9.2 

2209PIFR Belden 8774 9 22(7) PVC 177.00 10.6 

2209PIFRH Belden 8774NH 9 22(7) LSHF 177.00 10.6 

2209PIFRL Belden 8774 9 22(7) LSF 177.00 10.6 

2211PIFR Belden 8775 11 22(7) PVC 201.00 11.8 

2212PIFR Belden 9768 12 22(7) PVC 226.00 12.1 

2212PIFRH Belden 9768NH 12 22(7) LSHF 226.00 12.1 

2212PIFRL Belden 9768 12 22(7) LSF 226.00 12.1 

2215PIFR Belden 8776 15 22(7) PVC 290.00 13.9 

2217PIFR Belden 9769 17 22(7) PVC 331.00 14.7 

2219PIFR Belden 8769 19 22(7) PVC 348.00 15.3 

2227PIFR Belden 8773 27 22(7) PVC 502.00 18.0 

2237PIFR Belden 9767 37 22(7) PVC 739.00 20.3 

 


