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  LEDBURN CABLES IS 

AN INDEPENDENTLY 

OWNED CABLE 

DISTRIBUTOR. 

SINGLE PAIR 
SCREENED DATA 

 

General purpose foil screened single pair cables with a 

small outer diameter, frequently used in audio, data 

and instrumentation applications. 

General purpose foil screened single pair cables with a small outer diameter, frequently used in audio, data and 
instrumentation applications. Polyethylene insulation results in lower signal loss than standard PVC insulation. 
 
These cables can also be supplied with PE sheaths for running in ducts or in SWA versions for direct burial. 
 
Low Smoke Halogen Free versions are available where indicated. The insulation and sheath materials are replaced by 
those that do not emit halogens and toxic smoke. 
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Technical Information 
 
Voltage Rating:   

22AWG–18AWG: 300V 

16AWG–14AWG: 600V 

CE: 450/750V† 

Temperature  
Rating: 

  

22AWG–18AWG: +60°C 

16AWG–14AWG: +80°C 

Nominal  
Impedance: 

  

Miniature 22AWG: 45 Ohms 

UL Style*: 2092 

Colour Chart:   

Single Pair Black & clear 
or black and 
white on LSHF 

Miniature 22AWG: Black & red 

 
Construction 
Screened Single Pair 

Tinned copper conductor, polyethylene insulation, colours black & clear (black & white in LSHF versions), twisted pair, 
aluminium/polyester foil screen, tinned copper drain wire, PVC sheath. LDPE on Duct grade version. 
 
Miniature 22AWG 

Tinned copper conductors, polypropylene insulation, colours black & red, twisted pair, aluminium/polyester foil screen tinned 
copper drain wire, grey PVC sheath. 

 
Specification 
 

Part No. Alt. to 
Belden 

No. 
of 

Pairs 

AWG CSA 
mm² 

Weight 
Kg/Km 

Sheath 
Material 

O/D 
mm 

Capacitance 
pF/m Core to 

Core 

Capicitance 
pF/m Core to 

Screen 

Sheath 
Colour 

Screened Single Pair 

2201POFPD Belden 
8761 

1 22(7) 0.35 27.00 PE-DUCT 6.2 79 154 Black 

2201POFPH Belden 
8761NH 

1 22(7) 0.35 25.00 LSHF 4.6 79 154 Grey 

2201POFPL Belden 
8761 

1 22(7) 0.35 25.00 LSF 4.6 79 154 Grey 

2001POFPD Belden 1 20(7) 0.56 38.00 PE-DUCT 6.5 89 161 Black 
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8762 

2001POFPH Belden 
8762NH 

1 20(7) 0.56 35.00 LSHF 5.1 89 161 Grey 

2001POFPL Belden 
8762 

1 20(7) 0.56 35.00 LSF 5.1 89 161 Grey 

1801POFPL Belden 
8760 

1 18(16) 0.79 45.00 LSF 6.0 79 144 Grey 

1801POFPD Belden 
8760 

1 18(16) 0.79 48.00 PE-DUCT 7.6 79 144 Black 

1801POFPH Belden 
8760NH 

1 18(16) 0.79 45.00 LSHF 6.0 79 144 Grey 

1801POFPH06 Belden 
8760NH 

1 18(16) 0.79 45.00 LSHF 6.0 79 144 Violet 

1601POFPH Belden 
8719NH 

1 16(19) 1.34 84.00 LSHF 7.9 75 144 Grey 

1401POFPH Belden 
8720NH 

1 14(19) 1.92 109.00 LSHF 9.0 79 154 Grey 

Miniature 22AWG 

2201POFRH Belden 
8451NH 

1 22(7) 0.35 20.00 LSHF 3.5   220 Grey 

2201POFRL Belden 
8451 

1 22(7) 0.35 20.00 LSF 3.5   220 Grey 

 


